
? The FIELD is an in-ground operator which has been 
projected after a high quality standard. Installations on 
pillars or where a hidden operator is requested for artistic 
gates.

? Silent, safe and reliable

 

? Oil-bath lubrication of the gears for max time lasting.

? Available in two versions: slow and fast and with power 
supply also in 24V low tension for max. security in use.

? Adjustable slow down in opening and closing with control 
unit GATE.

? Universal for left and right hand side with zinc box.

? On request stainless steel box

? Adjustable mechanical stop in opening and closing

? Available version with encoder integrated into the opera-
tor for inversion in case of obstacle.

? On request 180? version with chain transmission.

ELECTROMECHANICAL IRREVERSIBLE IN-
GROUND OPERATOR IN OIL-BATH FOR RESI-
DENTIAL USE FOR SWING GATES UP TO MAX 3,5 
M LENGTH AND MAX 600 KG WEIGHT.

Plus release with lever 
and security lock 

Adjustable mechani-
cal stop in opening 
and closing 
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        MAX LEAF       MAX LEAF         OPENING           FREQUE.     QX     QX1
                                       WEIGHT        LENGTH              TIME      OF USE        

         

                  

12301030      FIELD DOUBLE oil                       600 kg           3,5 mt               20 sec/90?       30%          8 16

12301025      FIELD DOUBLE 24V oil                        600 kg          3,5 mt               adjustable        70%          8 16
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SMART & COPY 433.92 MHz 

Transmitters

     

TECHNICAL FEATURES                              FIELD           FIELD 24V

Operating temperatures                                -20 Cí  +55 Cí

Time of 9  movement                          18 sec       14/30 sec 0 í

Starting Capacitor                                     16uF

Power supply                                        230 V  (+5%) 50/60 Hz
Power                                                       310W           150W

Max Torque                                              300 Nm       300 Nm    

Protection class                                                   Ip67

Max leaf width                                         3.5 mt            3 mt
Opening degree                                      110                   í - 180 í (optional)  

Frequency of use                                 20 cycles/h   50 cycles/h

Weight                                                    12.5 Kg         13 Kg

Max leaf width                                         600 Kg         600 Kg
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